CARNEYS POINT TOWNSHIP
. 303 HARDING IIGIIWAY
CARNEYS POINT, NJ 68069
PRE-OCCUPANCY APPLICATION INFORMATION
Phone: 856-299-0070 X127
Fax: 856-299-1564

PRE OCCUPANCY APPLICATION INFORMATION

* A Cerlificate of Occupancy Is required in the Township of Cameys Point gach time a residential dwelling unlt changes occupants.
s The following checklist is a guideline for items that must be compieted at the {ima of a housing inspaclion {e ebtain a Ceriificate of
. Occupancy in the Carneys Paint,

»  This chocklist is based an fhe reguiations contained in the Current lnlemallonal Properly Maintenance Code, Chapler 64 of the
Cade of the Cameys Point Township (Cerlificate of Oceupancy) and current regulations adopled by the NJ Bepariment of
Communily Affalrs.

« The inspection is a general Inspection and, {he Township does not guarantee that the premlses inspected are free from latent
defects; nor Is the Township llable for damages or Injury caused to any person as the result of any violation not reported herain.

= [f the buyer is assuming the responsibiity of ebtaining the cerlificate, lhis office must be nollfied in wriling prior to the Issuance of
the Cerlmca[e of Occupancy.

APPLICATION iNSTRUCT[OE;lS

= An applicalion for inspection must ba completely filled out and submitted fo the Housing Gode Official's Office in Cameys Point
Municipal Building.

= A_$50.00 fee (rental) or a %7500 fee {sale) must agcompany the application for inspectlon, This fee covers the jnifial
inspoction only.  Rental; 2 inspection $50.00, 3 $76.00. Sale:2™ inspegtion $50.00, 3™ inspection $50.00

s All applications and fees must be subinitted to the Housing Cede Gificlal's Office. Applications andfor fees will not be accepted
by the Inspectors in the field.

= The owner or reattor must be present at the me of inspection. The Inspector will not enter the uremtses alone,

+  No inspection or reinispeciion will be scheduled without a completed apyplication or withiout the fee pald in full prior to inspeclion.

+  The owner or Reallor musk contact the Housing Code Officlal’'s OBice at (856} 269-0070 ext. 127/128 to sot up an inspection or
reinspection, This will not be dene undil all applications and fees are received,

» A cedification may be required for the following: chimneys - roof - eleetrical - siructizal - heating — septic- well

«  APPLICATIONS MUST BE APPROVED WITHIN 30 DAYS OF INITIAL INSPECTION. VIOLATORS WILL BE SUBJECT TO
FINES {$1000.00 perwaek) AS PER THE CARNEYS POINT TOWNSHIP CODE #64-7

-« APPLICATIONS ARE NON-TRANSFERABLE & WILL EXPIRE AETER 68 DAYS

Because of scheduling and processing lUime, plaase apply for inspeclions a minimum of iwo weeks prior lo selffementfrental, jtis
suggested thal you apply for a Certificate of Qccupancy when the house is listad. This will help avold scheduling problems and
the repalr list will allow you to realize the true value of the properly ence the repairs are completed,

CERTIFICATE OF OCCUPANCY INSPECTION CHECKLIST

EXTERIOR

»  House numbers, each dwslling must have a house number displayed in a position easily observed and readable from the public
right-of-way. All numbers must reflactive and at least 3 inches high, mesting requirements of Chapter 60 of the Township's Code

»  All accessory struclures, including delached garages, fences and walls, shall be malntalned siructuratly sound and In goed repalr.
Yards with swimming pools must have a fence with self-closing, scif-latchlng, out-swing gates. Minimum fence helght at 48" with
latch at lop minimue 54" high,

«  All landIngs or porches 30" in height of higher must have a rail around the enﬂre area, wilh intermediate ralls, spaced no greater
than 4" between, na less than 36" In helght minimum,

+  Every basemeni cutside entrance shall be maintalned to prevent entrance of rats, rain and surface water. .

= No broken or missing glass, Including doors; all glass must be properly.glazed {pully around glass) and weather-tight.

= All stajrways, dacks, porches and halconies, shall be maintained slructurally sound.

=  Properly must be maintained. High grass, debris, unreyistered vehicles ctc. shall not be permitted
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INTERIOR

a  Slove musl be equipped wilh 2n antl-lilt device.

» _All ulillies must be on at the time of inspection.

+ A smoke deteclor is required on each level of the pretnises. On levels where hedrooms exist, detectors must be located in all
bedrooms and outslde of each slesping area. Smoke detectors may be baltery operaled.

«  Carbon monoxide deteclors shall be installed In the \rfcimly of the sleeplng areas except for bulldings thal do not contain & fuel
burning device or attached garage.

= All stairs of four (4) tlsers or more must have a handraﬂ at least 30" high and secured.

« Balhrooms must have a window or may have a fan exhausiing to {he exterior.

«  Every cgress window shall be capable of belng gasity opened and shall be held In positlon by window hardware.

Al Inlerior doors shall be free from ohsiruction and able {o closa .

«  An ABC fire extinguisher must be mounted in a visible convenient location within 10' of the kitchen. '

+ Al mechanical equipment, exhaust fans, sump pumps, wood stoves, fireplaces, fireplace inserts, efc. must be installed and -
maintained in a safe working condition.

ELECTRICAL

= All electric must be free of hazards such as open junction boxes and taped electrical connections.

« No extension cord type wiring is permitied.

»  Scivice wire to house must be In socund condition.

«  G.F.C.I. protection must be stupplied to all swimming pools, spas, G.F.C.]. receptacles must be installed within &' of any water

source, all exterior outiets and above all kitchen counters and all bathroams.
= Electric Panel must be labeled.

.

PLUMBING

+  Plumbing fixtures shall be vented,

s All water lines, spigots and valves must be in proper working order.

»  Tollets must flush.

+  Heat must be supplled to all habitable rooms.-

»  Hol water healers and heating bollers must be propesly installed-with & pressure relief valve with an extension pipe installed and

terminating within 8" of the floor or Inlo an approved indirect waste,

SoEe @ GRENS

PLEASE NOTI
_ All repalrs must be done In a worlananiike manner. .
All handrails and railings, new or existing, must be adequately secured as to wilhstand nonnal loads, .
Ordinary reFairs do not require construction parmits; if any permits are required it will ba noted on the Individual repalr list,
The Township does nat inspect air conditioning unless it Is specified in the rental agresmant,
The Township does nat Inspect tha condition of any swimming pools, Jacuzzl's, hot tubs or spas. The inspection performed Is to
assure safe electrical cennections and required foncing and access only.
The Township -does not address basements/craw] spaces concerning wet or damp condilions, antd will ot inspect basements
when there is standing water present,
Termite inspeciivns are regulaled by {he Stale. The Township does not Inspecl for lermite Infestation.
. Carneys Point Township does not Inspect for lead base paint.
0. Revisions may be forthcoming when required,
1. When regulred certifications shall be provided front:

Roclfing - Licensed, bonded cantractor or structural engineer,
Eleclrical - Licensed, bonded contractor.

Chimney - Bonded mechanical contractor or Chimney Sweep.
Plumbing - Licensed, bonded plumbing contractor.

Septic-as per N.JLA. C. 7:9A-12.6 (RESALE ONLY)

Well- as per N.J.S.A. §8:12A-26 {RENTAL 5 Year & RESALE 1 Year)

amoo@me

* ALL RENTAL UNITS MIOST BE;, REGISTERED WITH THI _CLERKS OFFICI*

IF SALIL OR RENTAL DOES NOT O CCUR, NOTIFY THIS OFFICE IMMEDIATELY,




